20TES34Q00

NOTEBOOK LENOVO THINKPAD
E15-Cl7-1165G7-8GB-512 SSD-
15.6"-NEGRO-FreeD0OS-1 ANO

DETALLES DE LA CONFIGURACION

Componentes Descripcién ‘

20TES34Q00 Notebook ThinkPad E15 Gen 2 20TECTOTWW R

Country/Region Ecuador

Warranty NO1 1Y Courier/Carryin

Preload Type Standard Image (Preload)

Processor Intel Core i7-1165G7 Processor (2.80GHz, up to 4.70GHz with Turbo Boost, 4 Cores, 8
Threads, 12MB Cache)

Security Chip Setting Enabled Discrete TPM2.0

Color Black

Display 15.6" FHD (1920x1080) IPS Anti-Glare 300nits Narrow Bezel 45%NTSC Touch 60Hz

Graphics Integrated Graphics

Camera 720P HD Camera with Microphone

DIMM Memory 8GB DDR4 3200MHz SoDIMM

Storage Selection 512GB SSD M.2 2242 NVMe TLC

Wireless LAN Intel Wi-Fi 6 AX201 2x2 AX, Bluetooth Version 5.0 or above

Battery 3 Cell Li-Polymer Internal Battery, 45Wh

Power Adapter 65W AC Adapter PCC (2pin)-US (USB Type C)

Keyhoard Keyboard Black Spanish(LA) with Number Pad

Publication Publication-Spanish

System Unit E15G2i7-1165G7 IG

Display Shell 15.6" FHD (1920x1080) IPS Anti-glare 300nits 60Hz Touch Narrow 45%NTSC, HD

Camera with Shutter, Aluminum, Black
Absolute BIOS Selection  BIOS Absolute Enabled

Custom Asset Tag Essential Asset Tag
Preload QS No Operating System
vPro Certified Model No vPro Certified
Fingerprint Reader No Fingerprint Reader

Second Storage Selection None

0S DPK None
Preload Language No Operating System Language



Componentes Descripcion

Earphone No Earphaone

Carry Case No Carry Case

Adobe Elements None

Adobe Acrobat None

Microsoft Office None

Security Software None

Keyboard Patch None

Cloud Security Software ~ None

Common Others2 None

Comman Others3 None

Comman Others4 None

Common Others5 None

CO2 Neutral Label No CO2 Neutral Label
Microsoft Autopilot None

Custom Image Type None

Image Management None

Cloud Recovery None

Hard Drive Encryption None

Premier Asset Tag None

Drop In Box None

BIOS Customization None
TELSE e

Future Services 1 None

Future Services 2 None

Future Services 3 None

Future Services 4 None

Offering Model Relationship Model
0S Type NOOS

GEO LA

Publication 2 PUB ENG/BRL/FRA/ARA/SPA
Package Box Standard

CPU Label Corei7

Microsoft Label None

MB FRU Label NOK N-AMT Y-dTPM Y-ABS
WLAN MISC PARTS WLAN Misc Parts-WLAN Card
Region ROW

CPU Type High End

System Unit 2nd Dcover BK Texture
Warranty Card None

ASCII PW Support on BIOS KBL_ID_LA_SPA_KBLANG_80A



Componentes Descripcion

Adobe Creative Cloud None

E15G2 Others2 None
E15G2 Others3 Naone
E15G2 Others4 None

E15G2 Otherss None



BUSINESSDEVICES THAT ARE A
"CLASS APART

The entry-level ThinkPad, E Series features the
famous keyboard and trackpoint, and is MIL-SPEC
tested ensuring the build quality for which ThinkPad
is renowned.

Smarter

ThinkPad E15 Gen 2 (Intel) technology

for all

With remote working on the rise, businesses need to invest in endpoint devices that prioritize performance

with portability and security. This 15.6" entry-level ThinkPad offers all that, at a price that will fit most
budgets. Latest Intel processors, dual SSD storage, and intelligent cooling technology help boost everyday
productivity. MIL-SPEC durability means it can withstand accidental knocks or spills and the battery lasts the
full workday - making this an excellent choice for mobile workers.

REASONS TO BUY

Prioritizes security with features
like afingerprintreader
integrated with the power button
and an optional IR camera for
fool-proof biometric
authentication. There'salso a
Kensington lock slot to physically
securethedevice and aprivacy
cover on the camera that protects
user privacy.

Disruption-free online meetings
arecritical for effective remote
collaboration. This device comes
with Al-based noise cancellation
technology and integrated
wireless Bluetooth earbuds that
pair automatically with the device
for seamless web calls.

Minimal preloaded applications
mean maximum battery life and
responsiveness for users, and
faster deploymentfor IT admins.

Updated 2021-07-30



ThinkPad E15 Gen 2 (Intel)

KEY SPECIFICATIONS CONNECTIVITY
Processor Up to 11th Gen Intel Core i7 processor 1/0 Ports 1x Thunderbolt 4 / USB4 40Gbps (with the function of PD 3.0 and
. . DP 1.4), 1x USB 3.2 Gen 1 (Always On), 1x USB 2.0, HDMI 1.4b,

Operating System Powered by Windows 10 Pro Ethernet (RJ-45), headphone / microphone combo jack, security
Display 15.6" screen, Full HD (1920x1080), IPS, 1200:1 contrast ratio, 300 keyhole

nits, 100%sRGB .

) WLAN + Bluetooth

15.6" screen, Full HD (1920x1080), IPS, 800:1 contrast ratio, 300 uetoo a::logé’;gfﬂgvc”g P

nits ' -

15.6" screen, Full HD (1920x1080), IPS, 800:1 contrast ratio, 250 Intel AX201 11ax, 2x2 + BTS2

nits, touch Docking Compatible with USB 3.0 & USB-C docking solutions

15.6" screen, Full HD (1920x1080), TN, 500:1 contrast ratio, 220

nits
Touchscreen Optional touchscreen on regular Full HD model SECURITY & PRIVACY
Graphics Intel UHD Graphics or Intel Iris Xe* Graphics in processor and Fingerprint Reader

NVIDIA GeForce MX450 IR Camera with Windows Hello

ThinkShutter camera privacy cover

Memory Up to 32GB DDR4-3200 Kensington lock slot
Storage Up to 1TB M.2 PCle NVMe SSD-1

Up to 512GB M.2 PCle NVMe SSD-2 (optional)
Audio 2x 2W Harman speakers with Dolby Audio

Dual array microphones
Battery' Up to 10.8hrs (45Wh)
Power Adapter 65W USB-C
Camera One of the following

720p + IR with Privacy Shutter

720p with Privacy Shutter
Keyboard Spill-resistant, optional backlit, Unified Communication keys
Dimensions From Width: 365mm (14.37") Depth: 240mm (9.45") Height:

18.9mm (0.74")
Weight From 1.70kg (3.75Ib)

GREEN CERTIFICATIONS

EPEAT Gold. Energy Star 8.0

OTHER CERTIFICATIONS

MIL-STD-810H military testing

Information presented here may represent the maximum possible configurations for this product, but it does not necessarily reflect what is available in your region. Please ask your rep or check the specifications for specific Part Numbers
in your region. T Based on testing with MobileMark 2014. Battery life varies significantly with settings, usage, and other factors. © 2020 Lenovo. Products are available while supplies last. Lenovo is not responsible for photographic or
typographic errors. Lenovo, the Lenovo logo, ThinkPad, ThinkCentre, ThinkBook, ThinkStation and ThinkVision are trademarks or registered trademarks of Lenovo. 3rd party product and service names may be trademarks of others.
Depending on factors such as the processing capability of peripheral devices, file attributes, system configuration and operating environments, the actual data transfer rate of USB connectors will vary and is typically slower than published
standards.

Recommended for this
device

Lenovo Pro Stereo Wired VOIP
Headset

USB or 3.5mm analog connection with integrated call
controls

Skype for Business and Microsoft Teams certified

HD noise-cancelling microphone

ThinkPad USB-C Dock Gen 2

Connectsviaasingle USB-C cable which also charges
the PC

1x USB-C, 2x USB2.0, 3x USB3.1 ports (including 1x
always-on for charging devices)

2x DisplayPort and 1x HDMI. Supports 1x 4K or 3x
Full HD displays

Premier Support
Talk directly with advanced technical support agents
Support for software & hardware

Next business day onsite repairs
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ThinkPad E15 Gen 2 (Intel)

OVERVIEW

RO

1. Thunderbolt 4 5. USB 2.0

2. USB 3.2 Gen 1 (Always On) 6. Ethernet (RJ-45)

3. HDMI 1.4b 7. Kensington Security Slot
4. Headphone / microphone combo jack (3.5mm)

ThinkPad E15 Gen 2 (Intel) - July 27 2021 lof7



ThinkPad E15 Gen 2 (Intel)
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PERFORMANCE

Processor
Processor Family

11th Generation Intel® Core™ i3 /i5 / i7 Processor

Processor
Processor Name | Cores | Threads | Base Frequency | Max Frequency [ Cache | Memory Support| Processor Graphics
Core i3-1115G4 |2 4 3.0GHz 4.1GHz 6MB |DDR4-3200 Intel UHD Graphics
Core i5-M135G7 |4 8 2.4GHz 4.2GHz 8MB |DDR4-3200 Intel Iris® Xe Graphics
Core i7-1165G7 |4 8 2.8GHz 4.7GHz 12MB | DDR4-3200 Intel Iris Xe Graphics
Operating System
Operating System
* Windows®” 10 Home 64
* Windows 10 Pro 64
¢ No operating system
Graphics
Graphics'"
Graphics Type Memory |[Key Features
Intel UHD Graphics Integrated | Shared DirectX® 12
Intel Iris Xe Graphics Integrated | Shared DirectX 12
NVIDIA® GeForce® MX350 |Discrete |2GB GDDR5 |DirectX 12
NVIDIA GeForce MX450 |Discrete |2GB GDDRS5 |DirectX 12

Notes:

1. The integrated graphics of i5 / i7 models is Intel Iris Xe Graphics but function as Intel UHD graphics due to single channel memory

limitation

Monitor Support
Monitor Support

Supports up to 3 independent displays via native display and 2 external monitors; supports external monitors via HDMI®

(up to 4096x2160@30Hz) or Thunderbolt™ (up to 5120x3200@60Hz)

Chipset
Chipset

Intel SoC (System on Chip) platform

Memory

Max Memory!"

Up to 32GB DDR4-3200
Memory Slots

One DDR4 SO-DIMM slot
Memory Type
DDR4-3200

Notes:

1. The max memory is based on the test results with current Lenovo® memory offerings. The system may support more memory as the

technology develops.

Storage
Storage Support

Up to two drives, 1x M.2 2242 SSD + 1x M.2 2280 SSD

ThinkPad E15 Gen 2 (Intel) - July 27 2021
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* M.22280 SSD up to 1TB
* M.2 2242 SSD up to 512GB

Storage Type!"
Disk Type Interface RPM [ Security

M.2 2242 SSD | PCle NVMe, PCle 3.0 x4 |- -

M.2 2280 SSD | PCle NVMe, PCle 3.0 x4 |- -

M.2 2280 SSD | PCle NVMe, PCle 3.0 x4 |- Opal2
Notes:

1. M.2 2280 slot supports PCle 4.0 x 4

Removable Storage

Optical

None

Card Reader

No card reader

Multi-Media
Audio Chip

High Definition (HD) Audio, Realtek® ALC3287 codec
Speakers

Stereo speakers, 2W x2, Dolby® Audio™, HARMAN-branded
Microphone

Dual array microphone
Camera

e 720p, with privacy shutter, fixed focus
¢« IR & 720p hybrid, with privacy shutter, fixed focus

Battery

Battery

Integrated Li-Polymer 45Wh battery, supports Rapid Charge (charge up to 80% in 1hr)
Max Battery Life'"

MobileMark® 2014: 10.8 hr
MobileMark 2018: 8.2 hr

Notes:

1. All battery life claims are approximate maximum and based on results using the MobileMark 2014, MobileMark 2018, and/or JEITA 2.0
battery-life benchmark tests. Actual battery life will vary and depends on many factors such as product configuration and usage,
software use, wireless functionality, power management settings, and screen brightness. The maximum capacity of the battery will
decrease with time and use.

Power Adapter
Power Adapter

¢ 65W USB-C AC adapter
« No power adapter

DESIGN
Display
Display'
Size Resolution Touch [Type|Brightness| Surface Asapteigt CoRr;ttrigst é:aonlqoL:t V,iA\en\Aglr;g Fegteuyres
15.6" (Fggomoem None  [IPS |250 nits Qgtrié 16:9 80011 x o |woe
ThinkPad E15 Gen 2 (Intel) - July 27 2021 3of7
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.| FHD . Anti- . . 100% o )
15.6 (1920x1080) None IPS |300 nits glare 16:9 1200:1 SRGB 170

.| FHD . Anti- ) ) 45% o )
15.6 (1920x1080) None TN 220 nits glare 16:9 500:1 NTSC 90

.| FHD Multi- . Anti- ) ) 45% o )
15.6 (1920x1080) touch IPS |300 nits glare 16:9 800:1 NTSC 170
Touchscreen

¢ Capacitive-type on-cell multi-touch, supports 10-point touch
¢« Non-touch

Notes:
1. California Electronic Waste Recycling Fee
In California, per state law, Lenovo charges an electronic waste recycling fee on this covered device at the time of sale of the product.
For more information, go to https://www.calrecycle.ca.gov/Electronics/Consumer
2. Displays with 300nits brightness (multi-touch and non-touch) are NOT available in EMEA
Input Device
Keyboard
6-row, spill-resistant, multimedia Fn keys with Unified Communications controls, numeric keypad
Keyboard Backlight

¢« LED backlight
* No support

UltraNav™

TrackPoint® pointing device and Mylar® surface multi-touch touchpad

Mechanical

Dimensions (WxDxH)

365 x 240 x 18.9 mm (14.37 x 9.45 x 0.74 inches)
Weight™

1.7 kg (3.75 lbs)

Case Color

¢ Black
¢ Mineral metallic

Case Material
Aluminium (top), PC + ABS (bottom)

Notes:
1. The system weight varies depending on configurations

CONNECTIVITY

Network

Onboard Ethernet

Gigabit Ethernet, Realtek RTL8111H-CG
WLAN + Bluetooth™!"

¢ Intel Wireless-AC 9560, 802.11ac Dual Band 2x2 Wi-Fi + Bluetooth 5.1, M.2 card
e Intel Wi-Fi 6 AX201, 802.11ax 2x2 Wi-Fi + Bluetooth 5.2, M.2 Card

WWAN

No support

SIM Card

No SIM card inbox
NFC

No support

ThinkPad E15 Gen 2 (Intel) - July 27 2021 4 of 7
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Notes:

1. Intel WiFi 6 full features might be limited by country level restrictions
Bluetooth 5.2 is supported with driver version 22.30 and later

Ports™
Standard Ports'?

e Ix USB 3.2 Gen 1 (Always On)

« 1x USB 2.0

e 1x Thunderbolt 4 / USB4™ 40Gbps (support data transfer, Power Delivery 3.0 and DisplayPort™ 1.4)
* 1x HDMI 1.4b

¢ 1x Ethernet (RJ-45)

* 1x headphone / microphone combo jack (3.5mm)

Notes:

1. The transfer speed of following ports will vary and, depending on many factors, such as the processing speed of the host device, file
attributes and other factors related to system configuration and your operating environment, will be slower than theoretical speed.
USB 2.0: 480 Mbit/s;

USB 3.2 Gen 1 (SuperSpeed USB 5Gbps, formely USB 3.0 / USB 3.1 Gen 1): 5 Gbit/s;
USB 3.2 Gen 2 (SuperSpeed USB 10Gbps, formely USB 3.1 Gen 2): 10 Gbit/s;
USB 3.2 Gen 2x2 (SuperSpeed USB 20Gbps): 20 Gbit/s;
Thunderbolt 3: 40 Gbit/s;
FireWire 400: 400 Mbit/s;
FireWire 800: 800 Mbit/s
2. Depending on many factors, actual data transfer speed may be lower than theoretical speed

SECURITY & PRIVACY

Security
Security Chip

e Discrete TPM 2.0, TCG certified
* Firmware TPM 2.0 integrated in chipset

Physical Locks
Kensington® Security Slot
Smart Card Reader

No smart card reader
Fingerprint Reader

¢ Touch style fingerprint reader on power button
¢ No fingerprint reader

BIOS Security

* Power-on password
e Supervisor password
¢ Hard disk password
¢ Self-healing BIOS

Other Security

¢« Camera privacy shutter
¢ (Optional) IR camera for Windows Hello

SERVICE
Warranty

Base Warranty

¢ Jl-year mail-in service

¢ J-year depot service

¢ J-year limited onsite service

¢ J-year depot with 2-year system board service
¢ No base warranty

ENVIRONMENTAL

ThinkPad E15 Gen 2 (Intel) - July 27 2021 5o0f7



ThinkPad E15 Gen 2 (Intel)
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Operating Environment
Temperature!”

¢ Storage without package: 5°C (41°F) to 43°C (109°F)
¢ Storage and transportation in original shipping package: -20°C (-4°F ) to 60°C (140°F)
¢ Operating: 5°C (41°F) to 35°C (95°F)

Humidity

¢ Operating: 8% to 95% at wet-bulb temperature 23°C (73°F)
e Storage and transportation: 5% to 95% at wet-bulb temperature 27°C (81°F)

Altitude
Maximum altitude (without pressurization): 3048 m (10,000 ft)

Notes:
1. When you charge the battery, its temperature must be no lower than 10°C (50°F)

CERTIFICATIONS

Green Certifications
Green Certifications

« EPEAT™ Gold

« ENERGY STAR® 8.0
e ErPLot3

e TCO

¢ RoHS compliant

Other Certifications

Mil-Spec Test

MIL-STD-810H military test passed
Other Certifications

TUV Low Blue Light certified

ThinkPad E15 Gen 2 (Intel) - July 27 2021
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Lenovo (Beijing) Co., Ltd.

According to MIL 810H Test for \K@
based on test items and corresponding conditions e'following table, and the test results meet the standard
=3t requirements. Hereby Certify!

by
g‘nfl‘i

1)

oy
el
’E;'v A

A
t"

B O e iae T e

"

== .| MIL-810H Title Procedure Test Condition EU.T. Result
e : Condition
. Pracedure | 15,000 feet for 1 hour
. Low Pressure (Storage) 57.2kPa or 8.3 psia
jSa (Altitude) Procedure |l 15,000 feet for 1 hour
— (Cperation) 57.2kPa or 8.3 psia
- Procedure |
= : High Temperature (Storage)
R Procedure ||
f=s (Operation)
—" Procedure |
(Storage)
i Procedure |
»"5;_.- (Operation)

T

Power Off PASS

)

,;.' i L2
LYY

Power On PASS

AL
1

71C 4 hours (Hot Dry) Power Off PASS

=gt

e

60C 2 hours (Hot Dry) Power On PASS

-51C 24 hours (Severe Cold) Power Off PASS

Y

— Low Temperaturs

vy

-29C 2 hours (Severe Cold) Power On PASS

R A
e

7

IJxli:'

= Bl % One-way shock

—— Temperature Shock Sib10 110 HDUIG
g Bistadiine) s Single cycle shock
':‘:&'ﬂ_ -51Cto 71Cto -25C Bhours
Procedure | Three 24-hour cycles of controlled simulated
Cydling solar radiation

Procedure I =

Four 24-h 7- P ff PA. 4

"—':.'.;‘{L Steady State our our cycles, 505.7-2 ower O SS

— - Procedure Il 95%RH 30C-60C ,J
::;: Ry Aggravated Cycle 24hours x 10cycles Hower it i é
Procedure | 140 mesh silica, 10 o/m* 8.9 m/s 12 hours =
Blowing Dust 25C for 6 hours and 35C for 6 hours
o Sand and Dust = " ”
=] Procedure Il Silica sand (at least 95% by weight 5i02)
M—. Blowing Sand 0.18 g/m?, 18m/s 90 min x 2 direction
— Procedure |
=1 Explosive Atmosphere |Explosive ) |Operated in a fuel vapor environment Power On PASS
h Atmosphere
:::;_— 514.8€-1 Category 24 Fig 514.8E-1 General min integrity exposure
= Vibration gf:;?_lg — - i hour/axis x-3 axis _
— ; gory able 514.8C-| Common Carrier
o Common carrier 1 hour in all 3 axis
) Procedure |
Functional Shock
Procedure IV
e Transit drop
S Procedure V
e Crash Hazard Shock
et Procedure VI 100mm height edge drop
Bench Handling 4 drops on top and bottom
Procedure Il
=L Freeze/Thaw (Rapid Temperature From 25°C to -10°C
= Change)
Vibrations of
Shipboard

Power Off PASS

Power Off PASS

i 'il\‘

3 o.'it.;_.;r—-. g

i
b

Power Off PASS
Solar Radiation

Power Off/Cn PASS

Power Off PASS N r

Power Off PASS

g

T o P o

Power On PASS

)

Table 516.8-1V Terminal peak sawtooth pulse Power On PASS

122cm Drop on sach face, edge and corner Power Off PASS

i .'1?[.‘:-"!.-
SO
LY

75G/6ms , 12 shocks Power Off PASS

ALY

Power Off PASS

Ly
W

3
0
%

R T e = o LA

2 AT ;
: 't‘:"'v :.lg 5 .jy"e'!li

Procedure | (Type |) 4to33 Hz , 2hours

|
tan

W

]
LD
e

‘!
Bhw’

J"
=

s
The validity of the certificate is only for the 5 S

i

.
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]
on the test data and results of the referen’t 2%f rapart
The fingl interprefstionight.

Lenové Group in China.
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