
PRODUCT FEATURES

1/3” DPS (Digital Pixel System)
Super Wide Dynamic Range - 120dB (max)
Super High Resolution, 690 TVL
NTSC & PAL on One Chip
On Screen Display function (OSD)
C/CS Lens Mount
White Balance ATW
DC/Video Drive Auto-Iris Lens compatibility
Dual Voltage 12VDC or 24VAC

PRODUCT SPECIFICATIONS

PRODUCT CAPABILITIES

The 690BC-WDR is a super high resolution, high sensitivity digital camera with
690TVL. Its WDR technology provides up to 120db of dynamic range and
produces superior images over a wide range of lighting conditions, including
extreme backlight conditions.

The camera has a 1/3” DPS (Digital Pixel System) Sensor, accepts DC and
video drive auto iris lenses, and has adjustable back focus to accommodate C
or CS lenses. It also supports the user-friendly On Screen Display (OSD)
capability for improved ease of operation.

690BC-WDR
Wide Dynamic Box Camera 1/3” Digital Pixel System (DPS)

OTHER FUNCTIONS

The 690BC-WDR features include automatic gain control and adjustable
internal line lock. All of these features can be controlled using the OSD
function. Utilizing innovative technology this camera provides an excellent
resolution, without sacrificing sensitivity or imagery.



2,000K to 11,000KAuto White Balance Range

ATW, AWBWhite Balance

True Day/Night, Soft Da/ Night (B&W)Day/ Night

On/OffBack Light Compensation (BLC)

DC/ManualAuto Iris

Low/Normal/HighAutomatic Gain Control (AGC)

Horizontal/VerticalImage Flip
1.0Vp-p / 75 OhmsVideo Output
>50dBS/N Ratio

OSD MenuControl Method

Pan, Tilt, Zoom (1x - 4x)Digital PTZ

690 TVLResolution

6 Programmable ZonesPrivacy Zones

2x/4x/8x/16x/32xExtended Slow Shutter
0.1 lux min illumination f/1.2, 50 IREMinimum Illumination
PAL & NTSC in One ChipSignal System

758 x 540Active Pixels

120dB Max.Dynamic Range

1/3” DPS (Digital Pixel System )Image Device

690BC-WDRModel

3D Motion AdaptiveNoise Reduction

1/25 ~ 1/30,720s F1.2Electronic Shutter

CAMERA

TECHNICAL SPECIFICATIONS

CS mountLens Mount

MECHANICAL

60 x 52 x 127Dimensions

400gWeight

PHYSICAL CHARACTERISTICS

IncludedPower Connector
4.5W / .375APower Consumption

IncludedLens Jack
IncludedVideo Connector

Not includedPower Supply

12 VDC or 24 VACPower Requirements

ELECTRICAL

RH 95% maxOperating Humidity
(-)10°C to 50°C (14°F to 122°F)Operating Temperature

OPERATING ENVIRONMENT

YESFCC

YESCE
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