
PRODUCT FEATURES
1/3”

 

DSP
690HTVL, Clear Image
Low Illumination, 0.1Lux/F1.2 ;
D-WDR, 3D-DNR, HCL Supported
True Day Night (ICR)
Coaxial

 

Control

 

Compatible, User
friendly

 

for

 

Customer

 

Settings
Power Supply DC12V / AC24V

PRODUCT SPECIFICATIONS

PRODUCT CAPABILITIES

The 690BUVFIR has a high resolution 690HTVL1/3”

 

DPS (Digital Pixel 
System) image sensor and image processing technology. The sensor

 

picks up details from each pixel based on hundreds of samples per video 
frame to ensure wider dynamic range. The image quality is even brilliant 
under extreme lighting conditions. A professional exterior dressing and 
special all-in-one directional bracket makes round the clock surveillance 
easy and convenient.

The XTS WDR series carries Pixim's

 

innovative “NIGHTWOLF" Image 
sensor chip based on Digital Pixel System ®

 

technology. The resolution 
is up to 690 TVL and the industry leading wide dynamic range is up 120 
dB. This WDR ensures brilliant image quality under any lighting

 

 
environment. The image and color quality is also excellent in low

 

 
illumination environments. This camera series is ultra WDR camera in the 
real sense using digital sampling which can't be paralleled by average 
wide dynamic range cameras using older generation imagers

690BUVFIR 
BULLET CAMERA, WDR, 2.8~12mm LENS 



Model 690BUVFIR
Image

 

Sensor 1/3" DPS
Signal

 

System NTSC/PAL
Effective

 

Pixels NTSC: 768(H)×494(V) / PAL: 752(H)×582(V)
Electronic Shutter NTSC: 1/60-1/100000sec / PAL: 1/50-1/100000sec

Resolution 690HTVL
S/N Ratio >48dB (AGC OFF)

Min. IIIumination 0.1Lux/F1.2
Video Output 1.0Vp-p/75Ω
White Balance ATW/AWB

Day&Night Auto/OFF
Backlight

 

Compensation BLC/HBLC/OFF
WDR Low/Mid/High

3D DNR ON/OFF
Motion

 

Detection ON/OFF (Setting)
Privacy

 

Mask ON/OFF (Setting)
Astern

 

Guides ON/OFF
Language English

Infrared

 

Lamp 2 pcs

 

Super

 

Power

 

IR Array LED
Lens 2.8 ~ 12mm

Infrared

 

Distance 60m
Input

 

Voltage DC12V±10%
Current 230mA (IR ON)

Power

 

Consumption <8W
Weight 760g

IP Rating IP66
Operatation

 

Temp./Humidity -10C°~+50C°/30%~80%RH
Storage

 

Temp./Humidity -20C°~+60C°/20%~90%RH

CAMERA

TECHNICAL SPECIFICATIONS
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