690MC3.7

MicroCam, WDR, 3.7mm Lens

PRODUCT SPECIFICATIONS

PRODUCT FEATURES

E 1/3” DSP

B 690HTVL, Clear Image

E Low Illumination, 0.1Lux/F1.2 ;

r D-WDR, 3D-DNR, HCL Supported

E True Day Night (ICR)

E Coaxial Control Compatible, User
friendly for Customer Settings

& Power Supply DC12V

PRODUCT CAPABILITIES

e——48.5mm—

The 690MC3.7 is the perfect solution for surveillance in .

concealed or high risk places. This Mini WDR Camera has 690 = —— — 18

TVL of resolution and uses a 1/3” DPS (Digital Pixel System) @ J =

that achieves an excellent image on any environment, — el =

providing a perfect quality image with brighter colors and J A ; 3
N

more detail even on drastic light changes. This sensor will
adapt to the direct viewing angle and also to secondary
subjects or elements.

The 690MC3.7 has an exquisite design, using aluminum

structure and precise circuit. We introduce the highest *—43.Umm—ﬂ—
technology, featuring the pinhole lens of 3.7mm.
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The 690MC3.7 Mini Color Camera is the best choice for uJJJ | ‘[
systems set up on buses, ATM’s, Government facilities and |
much more. The design and size allows users to hide this b ]
camera from public eye, putting this camera as an essential o |l =L ji—
tool for high-tech security systems. 0 F—L —
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Model
Image Sensor
Signal System
Effective Pixels
Electronic Shutter
Resolution
S/N Ratio
Min. IITumination
Video Output
White Balance
Day&Night
Backlight Compensation
WDR
3D DNR
Motion Detection
Privacy Mask
Astern Guides
Language
Infrared Lamp
Lens
Infrared Distance
Input Voltage
Current
Power Consumption
Weight
IP Rating
Operatation Temp./Humidity
Storage Temp./Humidity
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TECHNICAL SPECIFICATIONS

CAMERA

690MC3.7
1/3" DPS
NTSC/PAL

NTSC: 768(H)x494(V) / PAL: 752(H)x582(V)
NTSC: 1/60-1/100000sec / PAL: 1/50-1/100000sec

690HTVL
>48dB (AGC OFF)
0.1Lux/F1.2
1.0Vp-p/75Q
ATW/AWB
Auto/OFF
BLC/HBLC/OFF
Low/Mid/High
ON/OFF
ON/OFF (Setting)
ON/OFF (Setting)
ON/OFF
English
N/A
3.7mm Pinhole lens
N.A
DC12V£10%
120mA
<2W
55¢g
IP60
-10C°~+50C°/30%~80%RH
-20C°~+60C°/20%~90%RH
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