
PRODUCT FEATURES
1/3”

 

DSP
690HTVL, Clear Image
Low Illumination, 0.1Lux/F1.2 ;
D-WDR, 3D-DNR, HCL Supported
True Day Night (ICR)
Coaxial

 

Control

 

Compatible, User
friendly

 

for

 

Customer

 

Settings
Power Supply DC12V / AC24V

PRODUCT SPECIFICATIONS

PRODUCT CAPABILITIES

The 690MDVPVFIR is the latest addition to the XTS Mini 
Dome family. This Mini Dome integrates a super high 
resolution camera with an auto-iris varifocal

 

lens in a 
discrete and compact enclosure. These domes can be easily 
installed either on ceilings or walls and they have a manual 
pan/tilt adjustment. The stylish appearance of the XTS-

 

MDVPVFIR allows it to be a perfect camera for any type of 
outdoor environment.

The 690MDVPVFIR has a high resolution (690 TVL) 1/3”

 

DPS 
(Digital Pixel System) camera with a low light sensitivity and 
an adjustable built-in 2.8-

 

12mm auto-iris vari-focal lens. It 
also includes the much desired wide dynamic view which 
allows the camera to capture images accurately even when 
High illumination contrast are combined into the scene. Ideal 
for Lobby applications, ATM’s and Hall applications. Its 
polycarbonate bubble secures the camera against vandalism 
and tampering. The combination of these key factors make 
this model an ideal security dome that will deliver in today’s 
high demand for sharp images even in low light settings; for 
example, sunlight coming in through a door or through a 
window.

690MDVPVFIR features Automatic Gain Control, Automatic 
White Balance and backlight Compensation, Utilizing 
innovative technology this camera provides an excellent

 

 
resolution, without sacrificing sensitivity or imagery.

690MDVPVFIR 
Minidome Vandal Proof, WDR, 2.8~12mm Lens



Model 690MDVPVFIR
Image

 

Sensor 1/3" DPS
Signal

 

System NTSC/PAL (Selectable)
Effective

 

Pixels NTSC: 768(H)×494(V) / PAL: 752(H)×582(V)
Electronic Shutter NTSC: 1/60-1/100000sec / PAL: 1/50-1/100000sec

Resolution 690HTVL
S/N Ratio >48dB (AGC OFF)

Min. IIIumination 0.1Lux/F1.2
Video Output 1.0Vp-p/75Ω
White Balance ATW/AWB

Day&Night Auto/OFF
Backlight

 

Compensation BLC/HBLC/OFF
WDR Low/Mid/High

3D DNR ON/OFF
Motion

 

Detection ON/OFF (Setting)
Privacy

 

Mask ON/OFF (Setting)
Astern

 

Guides ON/OFF
Language English

Infrared

 

Lamp 22 pcs

 

Ø5
Lens 2.8 ~ 12mm

Infrared

 

Distance 30m
Input

 

Voltage DC12V / AC24V
Current 230mA (IR ON)

Power

 

Consumption 4.8W
Weight 850g

IP Rating IP66
Operatation

 

Temp./Humidity -10C°~+50C°/30%~80%RH
Storage

 

Temp./Humidity -20C°~+60C°/20%~90%RH
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