
PRODUCT FEATURES

1/3" SONY Exview HAD II +EFFIO-E DSP
ATR, 2D DNR/Motion Detection/HLC
Super High Resolution, 700 TVL
True Day/Night (ICR)
Vari-Focal 2.8 ~ 12 mm Lens
Minimum Illumination 0.05 lux/F1.2
Multi Language OSD on Cable OSD control
Mini dome camera with infrared (IR) Illuminators
(22pcs Diam.5 LEDs)
12VDC (100 ft./30 m.) with Cable 18< - 24 VAC

PRODUCT SPECIFICATIONS

PRODUCT CAPABILITIES

The 700MDIVFIR Mini Dome integrates a high resolution camera
with a vari-focal lens in a discrete and compact enclosure. These
domes can be easily installed either on ceilings or walls and they
have a manual pan/tilt adjustment. The stylish appearance of the
700MDIVFIR Mini Dome allows it to be a perfect camera for any
type of indoor environment.

The 700MDIVFIR has a high resolution (700 TVL) Day/Night ATR,
2D DNR/ Motion Detection/HLC sensitivity and an adjustable built-
in 2.8-12mm vari-focal lens. The combination of these key factors
makes this model an ideal security mini dome that will deliver
sharp images in day or night settings.

The 700MDIVFIR features Automatic Gain Control, Automatic
White Balance and Backlight Compensation. This stylish camera
Utilizes innovative technology and provides an excellent resolution,
without sacrificing sensitivity or imagery.

The camera also has ICR feature for a True Day night solution, it
comes with fine 22 IR LEDs of 5 mm. that reach 20 meters.

700MDIVFIR

PENDING



TECHNICAL SPECIFICATIONS

XTS Corp. Headquarters
8880 N.W 18th Terrace,
Doral, FL 33172
P: 305.863.7779
F: 305.863.7478
TF: 1.855.797.8XTS
www.xtscorp.com ©2012 XTS CORP All Rights Reserved

12VDC (100 ft/30 m) with Cable 18< 24 VACVoltage

-10°C~+50°COperating Temperature

DC24V±10%, 240mAPower Consumption

330gWeight

30% 80% RHOperating Humidity

on/off/HSBLCBacklight Compensation (BLC)

On/OffGain Control (AGC)

ATW/Manual/PUSH/CRR/PUSH LOCK/ USER1/USER2White Balance

22pcs Day. 5 LEDsIR LED

on/off (4 areas)Privacy Masking

on/off (4 areas)Motion Detection

Vari-Focal 2.8 ~ 12 mm LensLens

On/OffDigital Noise Reduction (DNR)

On/OffDay/ Night

1/50~100,000sec(PAL);1/60~100,000sec(NTSC)Electronic Shutter

on/off (adjustable)Sharpness

on/offMirror

1.0Vp-p (75Ohm)Video Output

IAC line lock/ internalSync Mode

700 TVLResolution

YES (True day/Night)ICR

PAL: 976(H) X 582(V); NTSC 976(H) X 494(V)Effective Pixels

NTSC/PALSignal System

127.7mm X 93.7mmDimensions

20 MetersIR Distance

CE, FCC, UL (pending)CERTIFICATIONS

0.05 lux/F1.2 (IR off); 0 Lux (IR on)Minimum Illumination

1/3" SONY Exview HAD II +EFFIO-E DSPImage Sensor

GENERAL


